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Abstract—The problem of choosing the best set of parametersfor a given mathematical model that adequately
describes independent experimental data is formulated in terms of the optimal control theory. The sum of
squares of discrepancies between experimental data and their analogues calculated within the framework of a
given mathematical model of a process is minimized. A solution to the problem is found, and conditions for
optimally choosing the parameters of the mathematical model are established. The search algorithm is gener-
alized for the case where a penalty function is present, and an efficient way of including inequality constraints
is suggested. The algorithm was tested by finding the thermal conductivity of single crystals (Ioffe- offe clas-
sical experiment), thermal diffusivity of a thin plate, and parameters of gene expression during the fruit fly
(Drosophila melanogaster) embryo evolution. © 2003 MAIK “ Nauka/lnterperiodica” .

INTRODUCTION

L et aboundary-value problem for a set of equations
with given differential operator and boundary (initial)
conditions be the mathematical model of a process. In
check experiments, the coefficients of the equations, as
well as dissimilar terms in the equations and boundary
conditions, are unknown (or partially known) and have
to be found in such away that the model describes ade-
quately experimental data obtained independently.
Usually, a set of boundary-value problem parameters
(coefficients of equations, source functions, etc.) that
best fits experimental data under given conditions is
sought in this case. If mereinterpolation fails, the prob-
lem may be solved in terms of the optimal control the-
ory. The development of such an approach to experi-
mental data processing isthe aim of thiswork.

To find the phenomenological parameters of a
model, one may apply the least-squares method to fit
experimental data. Then, intermsof the optimal control
theory, a model quality functional to be minimized is
the sum of the squares of deviations of experimental
data from values calculated independently within the
framework of this mathematical model. The deviations
are summed at times they were determined in experi-
ments. Such a functional may have several local min-
imaand, if necessary, apenalty function. Also, inequal-
ity constraints may be imposed on some of the problem
parameters.

In the simplest statement, this problem was briefly
considered in [1]. In the work cited, an associated algo-
rithm was described and generalized for the case with a

penalty function and an efficient way of taking into
account inequality constraints was suggested.

1. STATEMENT OF THE PROBLEM

Suppose we know the values of some vector func-
tion y(t) = (Yo(t), ..., Yk _1(t))" that characterizes the
state of a system at different times. The superscript T
hereafter means transposition; i = 1, ..., J, where J is
the total number of time instants at which independent
experimental data were obtained; and K is the number
of state variables for a system studied. We assume that
asystem of first-order differential equationsin theinde-
pendent variablet together with aboundary conditionis
given and that this system depends on the vector of
parametersq = (qo, ..., q,_1)", Where | isthe number of
parameters:

ov _

ot f(v,q);

This system describes the behavior of a physica
system in experiments. The |eft side of (1) isthe vector
of dimension K, which is composed of time derivatives
of the function v(t, q) (state variables), and the right
side of (1) isthe vector function f(v, ). If necessary, a
penalty function P(q) can be introduced into the prob-
lem.

v(0) = v,. (D)

Let usintroduce a set of indices of parameters|, on
which inequality constraints

low

G <g<q’,
are imposed.

ig1,01 )
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Optimal control in this case consists in choosing
parameters such that the quality functional (a measure
of deviation of measured data from those calculated in
terms of an independent model for a physical process)

F(v,q) = Z (v(t:, @) — () (v (t, @) —¥(t)) + P(q)

©)
= ¢(V11 T VJ) + P(q)v
vi = v(t,q)
is minimized.

Note that many problems of mathematical physics
that are stated in the form of higher order differential
equations can be reduced to the normal form, i.e,, to a
system of first-order equationswith additional paramet-
ric variables (Pfaffian special system) [2]. Therefore,

the selection of system (1) as the basic set of the prob-
lem stated is justified.

Finding the minimum of the quality functional
necessitates the derivation of first-order stationary con-
ditions. For system (1), which is written in genera
form, they are conveniently found with the Lagrange
method of multipliers. In this case, however, one must
consider an extended quality functional that includes
inequalities (2), which impose restrictions on the con-
trol parameters. To this end, inequalities (2) must be
transformed into equivalent equalities.

2. NECESSARY CONDITIONS
FOR MINIMUM

To derive necessary conditionsfor stationarity (opti-
mality) for quality functional (3), it is necessary to
introduce additional controls u, for which one can write
equivalent equalities. Since the choice of these equali-
tiesisambiguous, we will consider algebraic and trigo-
nometric transformations of the inequalitiesinto equiv-
alent equalities.

(1) Algebraic transformation of the restricting
inequalities. Let us replace inequalities (2) with the
algebraic equalities [3]

& = (a-9"")(a"-q)-u’ = 0. @)

It is obvious that the condition u; = 0 is satisfied if
the initial parameter takes on either of the two preset

extremevalues, g = g or g = ¢, and any u; # 0 cor-

responds to an intermediate value of the control param-
low up
<<

eter: g

Next, we introduce a vector function (t) of
Lagrangean multipliers to include Egs. (1) into the
functional and a necessary number |; of Lagrangean
multipliers to take into account the inequality con-
straints, which were transformed into (4). The extended
2003

TECHNICAL PHYSICS Vol. 48 No. 11

1365

functional of the problem can now be written in the
form

L=o¢(vy...

J-1li+1
5
+ZIL|J " %‘t/+f(v o)t + g + P(q), ®

i=0y

V)

where the vectors p = {4} and u={u}, aswell asthe
vector function &(q, u) = {&;(q, u)}, are introduced for
alil,.

Thus, the restrictions are involved in the extended
functional and it reaches an extremum simultaneously
with (3). This allows us to use the standard procedure
for deriving the stationarity conditions.

Having calculated the first variation of the quality
functional

_ 99 99 x:Lan
oF = aVl?Sv1+ .. +6VJ6VJ+ B oq, (6)
which is a measure of discrepancy between measured
and calculated data, and the first variation of differen-
tial constraints

0dv _ of of

P 6 oV aqéq 0, 7
which are the equations of model (1), we can write the
first variation of the Lagrangean function as

J-1tiv1
5L = Za¢5v YL, (t)D—ag—t"+§—f5
i= Ot (8)

of T9¢ 9¢
+5E]6q%jt+p 6q 30 6[,E+

where dP/0q are the components of the vector 0P/0g;.
Integrating (8) by partsyields

6q,

A = Za¢5v ¥ z[w (t + 0)v — W't .1 — 0V, ]

It , o’ of
6q+ Zof 5+ ey LIJTc'i_qaq}dt(g)
i=0¢
+|1Tg26q+g%6%.

Here, Y(t; + 0) and W(t;, ; — 0) are the right- and left-
hand limits of the Lagrangean multipliers i(t) at inter-
mediate points where experimental data are available;
therefore, the values of Lagrangean multipliers (the
function Y(t)) vary in steps.

Below are a set of first-order minimum conditions
for the quality functional [4] that use the stationarity
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condition oL = O:

Lo _ .
Ly+2 = 00t004,.); (10)
¢ _ -
—yY(t;=0)+Y(t;+0) =0, (1)
i=1,..,J-1):
f"" —y(ty) = 0; (12)
wu =0, i0l,. (13)

This set of equations sol vesthe problem of minimiz-
ing the discrepancy between experimental dataand data
calculated from a solution to the boundary-value prob-
lem.

Thus, the stationarity condition can be recast in the
form of avector equality for the Lagrange function gra-
dient C:

70f oP

ot TOE _
{(v,q)= J’w dt + 34 uaq—o- (14)

2 NumerlcaJ solution algorithm. Let a set of |
parameters g be given, a physical process be described
by system (1), and it be necessary to find the coeffi-
cients of the equations such that the discrepancy
between a solution to the model mathematical problem
and measurements is minimal at each point of a given
interval. Then, a solution algorithm for the problem
stated by (1)—(3) consists of the following steps.

(1) Equation (1) isintegrated.

(2) Equation (10) isintegrated in reverse order, i.e.,
fromt;toty, inview of initial condition (12) and condi-
tions (11) at those intermediate points where experi-
mental data are available.

(3) The parameter gradient ¢k = ¢(V¥,
lated by formula (14).

(4) Condition (13) for Lagrangean multipliers that
correspond to algebraic constraints for additional con-
trols u; is satisfied as follows. If a parameter g, in (2)
meets the strict inequality, p; = O; otherwise, u; = 0 and
1 is selected so that a new value of the parameter q; is
alowable.

(5) New values of parameters g<* * are found by the
formula

g9 is calcu-

where k is the number of iterations and ak is a parame-
ter selected so that functional (3) diminishes at each
step.

Steps 1-5 are repeated until a desired calculation
accuracy isachieved, for example, until the value of the
functional becomes|lessthan apreset value. A vector of
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parameters g\ obtained at the last step specifies a solu-
tion to the problem.

(3) Trigonometric transformation of constraints.
The commonly used procedure in the optimal control
theory is the replacement of control parameters ¢ for
which inequality constraints (2) are imposed by new
controls u; by means of trigonometric relationships, for
example,

u = a; +Bisin(yq), (16)

where the factor y is taken so as to improve divergence
during numerical experiments and the constant o and 3
are determined from the upper and lower limits of the
initial controls:

a = (qP+a™)2; B = (aP-g™)/2.

Clearly, such atransformation is not unique; there-
fore, it seems reasonable to consider another finite rep-
resentation:

U = a; + Bitanh(yq). (17)

The above transformations are applied only to those
q; that must satisfy conditions (2). Thus, instead of (1),
we obtain upon rearrangements
ov _ =  _
5 f(v,q,u), (18)

whereq ={q} fori Ol,andu={u} fori O|I,.
Designating {u} as{q}, wherei O I,, we can write
(18) intheform of (1), whereq={q} andi =0, 1, ...,
| -1.
To derive necessary minimum conditions for the
discrepancy functional, we write the Lagrangean

L =¢(vy...,vy)
+J 1liv1 Dav+f P (19)
zojw (O g5, * F(v, o+ P(a),
i t;
where (t) is, as before, the vector function of
Lagrangean multipliers.

Now, there is no need for additional multipliers that
include inequality constraints into the extended func-
tional, since they are involved in the equations.

After integrating (19) by parts, the standard deriva-
tion of necessary conditions for minimum leads usto a
formulafor the first variation of the Lagrangean:

A = Za¢6v+z[w<t+0)6v -0V, 4

o (20
rof L 0y, Tt s PR
+ZOI[ av Y 5q }d“EBD
i=07%
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By virtue of the stationarity condition 8L = O, the
necessary conditions for minimum have the form

of oy _ .
sy 5 =0 O tO[tty); (21)
00 -
(3_\/i_qJ(ti_O)+qJ(ti+O) =0, (22)
i=1,..,3-1);
0 _
a—VJ—l]J(tJ) = 0. (23

Thus, the stationarity conditions may be recast as
the vector equality

((v,q) =0, (24)
where  isthe Lagrangean gradient:
t
_ g4 9P
4v.Q) = [uTgedt+ 3. (25
to

(4) Numerical solution algorithm for thetrigono-
metric transfor mation of the constraints. Let a set of
| parameters g be given, aphysical process be described
by system (1), and it be necessary to find the coeffi-
cients of the eguations such that the discrepancy
between a solution to the model mathematical problem
and independent measurements is minimal at each
point of agiven interval. Then, a solution algorithm for
the problem stated by (1)—(3) consists of the following
steps.

(1) System (1) isintegrated with a desired accuracy.

(2) Conjugate system (21) is integrated in reverse
order, i.e., fromt;to ty, in view of (22) and (23).

(3) The parameter gradient ¢ = (v, ) is calcu-
lated by formula (24).

(4) New values of parameters g<** are found by the
formula

g = q-a'tt, (26)

wherek isthe number of iterations and the step ak of the

gradient method is selected so that functional (3)
diminishes at each step.

Steps 14 are repeated until a desired calculation
accuracy isachieved, for example, until the value of the
functional becomes|essthan apreset value. A vector of
parameters g obtained at the last step provides a solu-
tion to the problem.

Unlike Section 2.2, here there is ho need for step 4,
since the constraints are taken into account in the new
extended functional.
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3. NUMERICAL EXPERIMENTS IN HEAT
CONDUCTION PROBLEMS

A simple example of the problem studied isanalysis
of temperature fields in a sample with the subsequent
determination of the coefficients of related equations.
L et usdemonstrate the efficiency of our data processing
method by finding the thermal conductivity (thermal
diffusivity) of a sample from measured temperature
values.

(1) Thermal conductivity of single crystals. To
verify the method, we turn to the classica results of
loffe and loffe for the therma conductivity of single
crystals[5]. Asin [5], assume that experimental condi-
tions are such that the conventional heat conduction
equation

aT(1,x) _ kd’T

aT - Cax2 (27)
(tistime; xisgpatial coordinate; and T, k, and ¢ are the
temperature, thermal conductivity, and specific heat of
the sample) isvalid.

Our goal isto find the thermal conductivity coeffi-
cient k that provides the least deviation of a solution to
(27) from an experimental curve.

loffe and loffe experimented with a NaCl single
crystal sandwiched in copper blocks with the same ini-
tial temperature. The lower block was immersed in a
coolant or liquid air. One thermocouple measured the
temperature difference T, — T, between the blocks; the
other, the temperature T, of the upper block relative to
room temperature T,. The readings of both thermocou-
ples were taken in 30-s intervals for the measurement
time 1, = 7 min and tabulated (Table 1).

Table 1. Experimental data for the determination of the
NaCl thermal conductivity [5]

“423?‘;5 1,5 T,-T, T,
1 60 7.7 0.22
2 90 10.7 15
3 120 12.3 32
4 150 134 5.0
5 180 13.9 6.85
6 210 14.2 8.75
7 240 15.0 10.7
8 270 15.2 12.75
9 300 16.1 14.80

10 330 16.3 16.85
11 360 16.7 18.95
12 390 16.8 21.0
13 420 16.8 23.1
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Table 2. Absolute temperature values

1 0 24 24
2 60 23.78 16.08
3 90 22.5 11.8
4 120 20.8 8.5
5 150 19 56
6 180 175 3.25
7 210 15.25 1.05
8 240 133 -1.7
9 270 11.25 -3.95
10 300 9.2 -6.9
11 330 7.15 -9.15
12 360 5.05 -11.65
13 390 3 -13.80
14 420 0.9 -15.9

When using Table 1 [5], it is necessary to make two
assumptions. First, since in the experiment provision
was made for preventing heat |osses, we may consider
the problem as one-dimensional and direct the x axis
normally to the block—sampleinterfaces from thewarm
to cold block, i.e., fromtop to bottom. Second, sincethe
temperature gradient in the experiment varies slowly,
wemay linearly interpolate in time the temperature val -
ues at the points x = 0 and L, where the measurements
weretaken. Thepoint x = 0 lies at the warm block—sam-
ple interface; the point x = L (L = 0.64 cm), at the sam-
ple—cold block interface.

The absolute temperature values arelistedin Table 2
(theinitial temperature was T, = 24°C).

We discretize Eq. (27) over space, introduce a uni-
form mesh {x =ih, h=L(K-1)} (wherei =0, ..., K-
1), takeinto consideration that the temperature distribu-

In(f)
32+

-3.4
-3.6
-3.8
-4.0
-4.2
-4.4
-4.6

-4.8 !
0 50

150 200 250 300 35
N

100

Fig. 1. Convergence for the quality functional f vs. number
N of iterations upon calculating the thermal conductivity.
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tion depends parametrically on the thermal conductiv-
ity, and obtain the set of differential—difference equa
tions

‘w = KT %0, k)= 2T(1, %, K) -
+T(T, %.,K); i =1,..,K=2
with the initial condition
T, %,k) =To; 1 =0,...,K=1 (29)
and boundary conditions
T(T, X5, K) = Ty(1); OtO[0,1,]; (30
T(T,Xc_1,K) = Ty(1); OtO[O0, 1,]. (31)

The only unknown parameter in set (28) is the ther-
mal conductivity k.

The final sum of squares of discrepancies between
temperatures calculated (by model (27)) and measured
at all time points,

K-2

FIO = 3 (Mm% k) =T )", (32)
i=1

gives the quality functional for the problem of experi-
mental data processing.

Unfortunately, the function T (T, X) [5] is known
only at the points x = 0 and L. Since the boundary con-
ditions are approximated linearly, we may assume that
the second derivative on the left of (27) is constant and,
hence, the function is quadratic in x. For the function

T (1., X), we took a parabola ax? + bx, since only two
coefficients can be found by two points.

Calculation was performed for 40 randomly
selected initial approximationsthat were uniformly dis-
tributed over the closed interval [0.005, 0.025]. The
outcome exceeded our expectations. The average calcu-
lated thermal conductivity was k = 0.012, rather than
k = 0.013, which was previously obtained by loffe. At
the end of the calculation, the integral deviation of the
calculated data from the quality functional (measured
data) was found to be 9 x 1073,

Figure 1 showsatypical curve of convergenceinthe
problem of thermal conductivity of single crystals.

(2) Thermal diffusivity of a plate. By way of sec-
ond example, let us consider the problem of thermal
diffusivity [6] of aplate of thicknessh =10 cm. On one
side of the plate, the temperature was T,; on the other
side and at the middle of the plate, the temperature
oscillation amplitudeswere AT, = 10°C and AT, = 8°C,
respectively. The oscillation period on the other side
wasTy=1h.

In [6], the thermal diffusivity value was found by
plotting the Fourier test and turned out to be a =
0.009 m?/h.

TECHNICAL PHYSICS Vol. 48

No. 11 2003



NEW DATA PROCESSING TECHNIQUE

Let us formalize the statement of the problem to
apply our method. The temperature variation is
described by the equation

oT(1,x) _ 0°T

r aaxz, (33)
where T istime; x is the spatial coordinate; and T and
a are the sample temperature and thermal diffusivity,
respectively.

We discretize Eq. (33) over the coordinate x, intro-
duce auniform mesh {x, =ir,r = h/(K-1)} (wherei =
0, ..., K=1), take into consideration that the tempera-
ture distribution depends parametrically on the thermal
diffusivity, and obtain the set of differential—difference
equations

oT(t, x,a) _
T = a(T(T, X_q,8) —2T(T, X, Q) (34)
+T(1,%.,a)), i=1,..,K=2
with theinitial condition
T(0,%x,a) =T, i =0,..,K=1 (35)

and boundary conditions

: T
T(T, X0, @) =Ty + ATlsn%nT—(E; Ot O[O0, 1] (36)

T(T,Xc_1,@) = Ty, OT0O[0, T,]- (37)

The only unknown parameter in set (34) isthe ther-
mal diffusivity a.

In order to write the quality functional, we must
know the time dependence of the temperature in the

middle of the sample, T (1, h/2). The period of temper-
ature oscillation at this place is unknown, and we can-
not take it to be equal to 1, sincethethermal diffusivity
would indefinitely increasein this case. Let the oscilla-
tion period at the middle be 1,,, = 21, and let the mea-
surement time be 1, = 15/2. Bearing in mind that the
plate is thin and the temperature conditions are quasi-
steady-state [6], we linearly interpolate temperature
values between the points x = 0, h/2, and h and desig-
nate the temperature distribution thus obtained as

T (T, X). Then, the quality functional has the form

K-2

Fa) = 3 (T(tm %, ) -T(tm x)) . (39
i=1

The results are in good agreement with those
obtained in [6]. Calculation was made for 20 randomly
selected initial approximationsthat were uniformly dis-
tributed over the segment [0.0006, 0.0180]. The mean
value of the thermal diffusivity was found to be a =
0.0094 versus a = 0090 in [6]. The fina value of the
quality functional was 23.63.
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4. NUMERICAL EXPERIMENTS
ON MOLECULAR BIOLOGY DATA PROCESSING

A comparatively new areaof application of thealgo-
rithm suggested is the processing of huge data arrays,
for example, simultaneous search for many hundreds of
phenomenological parameters in mathematical prob-
lems of biology and genetics, in particular, in the gene
chain model. Protein concentration greatly varies upon
the evolution of a biological object and is measured
with high accuracy, but finding a correlation of these
data with any of the advanced theoretical models is a
challenge. In one of them, the dynamics of asystemis
described by nonlinear diffusion reaction equations
(NDREsS), which contain 50 or more parameters on
most of which inequality constraints are imposed.

The molecular biology problem of segment determi-
nation in a standard biological system, the fruit fly
(Drosophila melanogaster) embryo, was stated in
detail in [1]. The mathematical statement of the prob-
lem involves the set of NDRES

ov?
I - Ra Wa
n a(w;) (29)
+D[(Vi = V) + (Vi — v =A%vy,

where the argument of g is

N-1
o] bed
wh = ZTé‘JviJ +miv“ +h?,
i=0

The basic element of the gene chain model is the
matrix T, which characterizes agene chain. Itselements
T4 describe the interplay between the concentration of
one protein (the product of one gene) and the concen-
tration of another protein (the product of another gene)
by using a particular number specific for any pair of a
andj.

The control actions of the protein that is the Bicoid
product of maternal gene bed are taken into account as
an external perturbation (it is specified by the parameter
), and the parameter h? reflects the threshold value of
regulatory action.

L et the position of anucleus on thelongitudinal axis
of the embryo be defined by index i and let al nuclel
contain a copy of aregular chain of N genes, which is
characterized by an N x N matrix T.

The first term on the right of (39) stands for gene
regulation and protein synthesis, with the parameter R?
defining the level of synthesis. The second term
describes gene product (protein) exchange between
neighboring nuclei, with the parameter D standing for
the exchange rate. The parameter A2 describes the half-
life period of the protein; the third term, gene product
cleavage.

Differential constraints for the function f in (1) are
given by aset of nonlinear equations like (39). Numer-
ica simulation is aimed at determining N(N + 5)
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Table 3. Results of calculations (see text)

KOZLOV, SAMSONOV

Value of functional 2 3 4 5 6
<1 2(7229) - - - 100(512621)

<10 13(48840) 3(77896) - 3(449563) -

<50 41(46000) 9(31755) 21(56027) 27(96432) -

<100 50(52341) 9(31755) 39(54134) 33(123410) -

>100 50(69730) 91(69873) 61(98863) 67(301301) -

parameters of the system, where N is the number of
genes.

Observables are patterns of gene activity, which
supposedly are solutions to equations like (39). A
desired set of parametersisthat providing the closest fit
of these solutions to experimental data. As before, itis
necessary to minimize the sum of squares of discrepan-
cies between the concentrations of all proteins that
were calculated by the gene chain model and found in
independent experiments. The sum is taken over al
nuclei and all time instantsfor which experimental data
are available.

(1) Test for efficiency of the method. Let us apply
our method to data processing and finding the phenom-
enological parameters of amodel described by a set of
severa hundreds of NDREs (like model (39)).

Consider a system that describes a regulatory chain
of only two genes. In this case, we have 16 equations
with 2(2 + 5) = 14 parameters.

We take a certain set of parameters and solve the
direct problem, i.e., integrate system (1). Let known
values of the function y(t) = (yo(t), ..., Yk_1(t))T be
quantities v(t;, q) = (Vo(ti, 9), ---» Yk —1(ti, 9))" that were
calculated for a given number J of points over a given
time interval (i = 1, ..., J) (so-called artificial data).
Now, with these data, we will try to recover the initial
set of parameters. In this case, the quality functional at
the point of global maximum isknown and equal s zero.

In(f)
10}

1 1
1000 1200
N

1 1 1 1
0 200 400 600 800

Fig. 2. Thesame asin Fig. 1 upon determining phenomeno-
logical parametersin the problem of molecular biology.

Thisalows usto estimate the quality of asolution from
the value of the functional.

Let inequality constraints be imposed on six param-
eters linearly entering into set (39). We introduce an
exponentially increasing penalty function that depends
on acomplex consisting of the remaining eight param-
eters and solve the problem of minimization numeri-
caly in the same way as before.

Calculation was performed for 100 randomly
selected initial approximationsthat were uniformly dis-
tributed in the parameter space. For each of the initial
points, we obtained several results by the method of
simulated annealing [ 7] and the gradient method. Inthe
latter, inequality constraints were transformed algebra-
ically and trigonometrically (sin-transformation and
tanh-transformation with variousy).

Calculation was terminated if the functiona
changed by less than a specified quantity at each step
from a given number of steps. The set of parameters q
obtained at the last step was taken to be optimal.

The numerical results listed in Table 3 are totally
consistent with the theory. Columns 2—6 show the per-
centage of trials (initial points) when the functional
fallsinto theinterval indicated in column 1. The paren-
thesized figures mean the average number of integra-
tions of the set of equations or, in other words, machine
time costs. Column 6 shows the values obtained by the
random search (Smulated annealing) method; column 5,
by the gradient method with algebraic transformation
of congtraints, and columns 3 and 4, by the gradient
method with tanh- and sin-trigonometric transforma-
tions, respectively.

The optimal point and the number of steps turned
out to be dependent on the initial approximation. For
each of the initial points, calculations with tanh-trans-
formations with various arbitrary coefficients y were
performed and the best result for each of the points was
taken. These calculations are summarized in column 2.

The basic conclusions following from the calcula-
tion results are as follows.

The modified gradient method may be used to
advantage in searching for the quality functional mini-
mum when large data arrays are processed.

With the initia point selected appropriately, the
number of steps needed for this method to become con-
TECHNICAL PHYSICS Vol 48
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vergent is two orders of magnitude smaller than in the
random search method.

The most efficient transformation of inequality con-
straints is impossible to choose in advance; however,
the proper selection of the parameter of tanh-transfor-
mation provided the highest rate of convergence (see
Fig. 2).

DISCUSSION

Our numerical experiments show that the suggested
method of processing large data arrays for finding the
most appropriate parameters of a given mathematical
model has a number of advantages. Namely, it offers a
high rate of convergence and is applicable even if
experimental data are not independent, for example, if
the elements of the vector y(t) (i = ., J) represent a
Markovian sequence. In this case, the function ¢ (v(t;,
Q), ..., v(t3, ) in (3) takes the form

o g[yl(ti)—vl(ti,q)]zg}
203(t) O

.;'n[ol(t )2

1
D 202(t)(1 p’(t))

Lz(t )A2T(1—p (t

[yat) vt 0 - 220 ) v, )]
o,(t;) D
(40)
{ 1
GK(t)A/ZTr(l p’(t)) DZGK(t)(l p°(t))
9 _ oy P(t)oy(t)
[t = vt o) ==
2
(st = Viea(t, 0) | E}.
U
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In[7, 8], aversion of the random search method (the
method of simulated annealing or the Metropolis
method) was applied to find phenomenological param-
etersthat provide agloba minimum of the quality func-
tiona in asimilar problem of mathematical biology. It
was shown that the given functional has many local
minimabut simulated annealing “ bypasses’ them, find-
ing a global minimum.

However, the use of simulated annealing necessi-
tates multiple integration of a set of strong nonlinear
differential—difference diffusion reaction equations.
Note for comparison that, in the case of the random
search method, finding each subsequent approximation
to the entire vector of parametersrequiresthat the qual-
ity functional be calculated as many times as the num-
ber of the parameters involved, while in the gradient
method, only once. This fact may become of specia
significance when alarge number of proteins (the prod-
ucts of gene activity) is considered, since the number of
integrations necessary for random search grows as the
number of proteins squared.
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